
,-------VALVE STEM EXTENSION NOTES BRACKET AS PER S-220.040 
1. A DRAIN PIPE CONNECTION 

FROM THE CHAMBER TO A 
STORM SEWER SHALL BE 
PROVIDED IF SPECIFIED 
ON THE CONTRACT 
DRAWINGS. 

STANDARD FRAME & COVER 

ADJUST BRICK TO __ ---t-t-t1"::0.: 
SUIT GRADE. 

PARGE OUTSIDE & 
PAINT WITH BITU- ----1,.,_~'77/I 

INOUS SEALER _____ ....... _______ ..,.. ...... 
PRESS SEAL OR EQUIVA­
LENT RUBBER GASKET 

EXTEND TRACER WIRE THROUGH STEPS 
TO TOP STEP AND FASTEN SECURELY 

TRACER WIRES CONNECTED TOGETHER~ 
USING A SPLIT BOLT # 10 CONNECTOR 
SPLIT BOLT SHALL BE WRAPPED IN ,_ .... :::;;;jii?'-~ ....... 
ELECTRICAL PUTIY ~ 

CONCRETE 
PRESSURE 
PIPE 

NON-SHRINK GROUTING 
USED TO SEAL JOINTS 
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N 

~ 

ALL DIMENSIONS IN MIWMETRES EXCEPT WHERE NOTED. 

v«>RKS DEPARTMENT 

DRAIN VALVE IN CHAMBER 

150 mm 

DWG. DA TE: 1978 03 

REVISION NO.: 10 

REV. DA TE: 2025 02 

SCALE: N. T.S. 

S-220.060 


