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1 .0  Purpose Of The Guidelines

THE VIS ION

1.1 Study Purpose

Through the preparation of the Durham Transportation Master Plan, it was determined 
that there is a need to develop guidelines and implementation strategies for arterial 
corridors that will result in Rights-of-way becoming more responsive to the character of 
local and adjacent land uses while recognizing the specific activities that occur within, 
and adjacent to, arterial road Rights-of-way. 

The Arterial Corridor Guidelines will assist in promoting a balance between mobility 
and liveability in the planning, design and construction of features within and abutting 
the public road allowance.  These guidelines represent a toolbox of potential strategies 
and common reference points to be applied in the process of the planning and design 
of arterial road corridors by the Region of Durham, the various municipalities, the public 
and other interested parties.  The guidelines are intended to supplement, not replace, 
existing transportation guidelines and design standards – broadening the conditions 
and issues that are considered in the design of arterial roads.  For this reason, the 
emphasis of this document has been the integration of transportation issues with those 
of land use planning, development formats and the design of the public realm.

1.2 Approach and Application of the Guidelines

The Arterial Corridor Guidelines offer a variety of options that will assist in guiding the 
development of arterials over time.  Local municipalities, elected officials, residents, 
private developers and other stakeholders will all play a role in implementing the 
recommendations and strategies outlined in these Guidelines.  With this in mind, the 
guideline document has been organized so that it can be used in several ways: 

1.	 The first portion of the Guidelines, Sections 2 through 7, address the theory and 
specific standards that should be considered in the planning of street networks 
and specific elements within these networks.  For those who are interested in 
general issues regarding the planning of arterial roadways, these sections can be 
read sequentially, or one can refer to the table of contents for an index to items of 
specific interest. 

2.	 Sections 8 and 9 illustrate the range and potential of various street types that may 
result from the application of the Guidelines.  These street types build upon the 
Type A, B and C arterial road designations to show the diversity and complexity that 
can be created.  For those who are interested in the application of the Guidelines 
to a specific arterial road, a matrix highlighting the potential interpretation and 
combination of these options is included in Section 9.  Referring to the various 
categories listed, one can determine the illustrative section, or sections that are 
most relevant to the conditions they are working with.  
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3.	 For those interested in a more comprehensive process, and application of the 
Guidelines to unique conditions, Sections 10 through 12 outline the processes 
and the mechanisms under which the Guidelines may be applied.  Due to the 
infinite variety of mobility and liveability characteristics along a road corridor, the 
illustrative cross-sections may not relate directly to a particular circumstance.  By 
focusing on a design and visioning process rather than the application of a specific 
predetermined cross-sectional standard, this approach will allow guideline users to 
assess the corridor section and apply the appropriate corridor elements to achieve 
the desired “place” and function for their unique arterial corridor. 

The Guidelines have been written in an action-oriented manner, rather than passive 
terms such as “may” or “should” consider. As such, they project a strong, affirmative 
message emphasizing the importance of effective actions for achieving a balanced 
transportation system. It is acknowledged that the Guidelines are not the only 
means of meeting this objective and applicability will be influenced by local 
conditions, requirements and constraints. The Guidelines can be adapted to such 
situations based on professional judgement.
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2 .0  An Evolving Vision for Arterial Roadways

2.1 Policy Background

Over the next 25 years, the number of people living in the Region of Durham is projected 
to grow substantially. Almost 470,000 new residents will call Durham home and over 
230,000 new jobs will be created.  To accommodate this growth, the Region has put in 
place a series of plans that set priorities for building strong, prosperous communities, 
healthy environments and an enviable quality of life.  

Community Strategic Plan - lays out the community’s vision for the future and 
indicates where the Region will focus its energies over the next three to five years 
to support achievement of this vision.

Regional Official Plan – provides policies and designations to address how land 
should be used and ensures that future planning and development will meet the 
specific needs of the Region and its residents.

Transportation Master Plan - identifies policies, programs and infrastructure 
improvements needed to manage anticipated transportation demands to 2021 
and beyond, and to support the development pattern designated in the Regional 
Official Plan.

In concert with the Region’s Community Strategic Plan, Official Plan and Transportation 
Master Plan, the Arterial Corridor Guidelines provides a guidance for the development 
of arterial roadway environment in Durham. Communities that are well-designed and 
planned from both a transportation and land use planning perspective are better able to 
attract jobs and investment. This is achieved through a planning process that is simple 
and streamlined, allowing the Region and its local municipalities to each play a key 
role in decision making. The guidelines that have been developed identify and protect 
Regional interests while promoting sound infrastructure planning, environmental 
protection, economic development and safe communities. 

The Arterial Corridor Guidelines will help achieve compact, attractive, transit-oriented 
communities as envisioned in the Community Strategic Plan and Regional Official 
Plan.  These guidelines will be a vehicle for coordinating decision-making on land-use 
planning, urban development, housing, transportation, and economic development, 
and for prioritizing infrastructure investments on transportation and other capital works 
initiatives.

Throughout the course of the development of the guidelines, meetings have taken place 
with key stakeholders and input has been collected from municipalities, community 
groups, other stakeholders and the public. Ensuring the guidelines are realistic and 
easily implemented requires collaboration among many groups: the development 
community, environmental, agricultural and transportation organizations, community 
groups, public officials and citizens. Working together, the Region and its local 
municipalities can make better decisions about our communities and the transportation 
infrastructure that supports them.
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The guidelines provide a strategy and identify the tools necessary for implementation 
by:

ƍ  Defining the role of the arterial road system;
ƍ Establishing public space principles; 
ƍ Determining an appropriate approach for balancing mobility objectives 

for vehicular movement and property access with liveability objectives for 
community design, landscape character, and non-auto modes; 

ƍ Defining roadway access management criteria; 
ƍ Providing design criteria for the roadway, boulevard and adjacent lands, such 

as road allowance widths, cross-sections, location of utilities and connections, 
in advance of development, where possible; 

ƍ Considering the most appropriate placement for pedestrian, cycling and transit 
facilities within the road allowance, subject to financial considerations; and 

ƍ Defining implementation measures.

The guidelines provide a further step in meeting the Region’s community strategic 
objectives for a more integrated transportation system and liveable communities.  
Furthermore, the guidelines are consistent with recent Provincial and Federal initiatives 
(i.e., Places to Grow, Greenbelt Plan, Strong Communities, Brownfield Development, 
Kyoto Protocol, etc.) that aim towards protecting the countryside through greater 
controls on development within designated settlement areas.  The guidelines will also 
assist in implementing the Province’s objectives for centres and corridors, and greater 
intensification within settlement areas, by ensuring the optimal use of the Region’s 
current transportation infrastructure and by accommodating new growth in an effective 
manner.
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Basic Functional Classes

The Arterial Corridor Guidelines 
accommodate a broad range of  
types of  movement.   

2.2 The Arterial Network

The Region of Durham currently employs a classification system for arterial roads, 
classifying arterials as Type A, B or C roadways.   This classification system was 
reviewed and reconfirmed through the Region’s Arterial Road Classification Review, 
attached in Appendix A. The objective of this classification system is to group streets 
into a hierarchy according to the character of the transportation service that they are 
intended to provide.  This classification of roads assists in establishing, amongst 
other factors, the geometric design features for each group, consistent with the short 
and long-term operational needs of that group.  In general, Type A and B arterials 
as defined in the Regional Official Plan (ROP) relate closely to the lower and upper 
ends of the major arterial classification identified by the Transportation Association of 
Canada respectively, whereas Type C arterials relate more closely to the minor arterial 
classification. 

Local streets at the lower end of the classification spectrum primarily provide access, 
where through traffic and high operating speeds are discouraged.  At the other higher 
end of the classification spectrum, arterials have been traditionally planned to optimize 
mobility and circulation within the urban areas, while restricting or eliminating direct 
access to adjacent lands. 

A review of the Region of Durham’s classification system confirmed that all three 
classifications are justified and are necessary in achieving the goals intended 
for the improvement and maintenance of the current grid system of roads. 

In recognition of a more comprehensive role arterial roads play, in addition to their 
necessary movement characteristics, the Durham Arterial Corridor Guidelines 
have been developed to better respond to specific design constraints, land use 
policy and place-making initiatives of the Region and its partners.

2.3 A Renewed Vision for Arterial Roads

Arterial roads pass through the most diverse physical settings the Region has to offer, 
from rural and natural areas to residential, auto-oriented commercial and historic main 
streets.   A more context sensitive arterial corridor strategy will promote the liveability 
and quality of the surrounding land uses, while maintaining the transportation capacity 
of the roadways.  

Arterial road corridors play many roles within the Region.  These roads are a fundamental 
component of the transportation network that carries a broad range of private and 
service vehicles.  While they must continue to provide the safe and efficient movement 
of goods and people, other considerations are increasingly being brought to the 
forefront regarding their design and planning, as outlined in the following objectives.
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Arterial corridors must 
accommodate many functions...

they carry 
vehicular trafþc...

support land 
uses...

provide space for 
utilities...

accommodate 
other modes of  
transportation...

and they are part of  
the public realm.

2.4 A Broad Range of Objectives for the Design of Arterial 
Roadways 

Successful arterial streets balance a broad variety of objectives, which at first glance 
may seem to be contradictory.  For example, arterial corridors must provide vehicular 
access to surrounding development, yet provide set-backs so that this development 
is protected from the impacts of traffic.  Or, a relatively narrow right-of-way may be 
desired to promote adjacent street related retail and an attractive pedestrian realm, 
yet additional street width may be required to accommodate transit that also supports 
street related retail.  

Successful street environments often meet all of the following objectives in a way that 
balance each other to create a vital and attractive public realm, a healthy community 
environment and the right level of service in terms of pedestrian and vehicular circulation.  
The following are objectives that must be considered in the design of arterial roads.
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Great streets can become the 
hallmark of  a community, such 
as Commonwealth Avenue in 
Boston.

Urban arterials should provide a 
quality public realm.

In terms of public space and community identity, they must consider:

ƍ Safety and Security – Arterials should be as safe as possible for all users, 
pedestrians, cyclists, and those in transit and motor vehicles.  Integration of 
all modes of movement is key to achieving this objective. 

ƍ Comfort and Convenience – In the design of arterial roads, one should 
strive to ensure the comfort of pedestrians and others within and adjacent 
to the road corridor.  This can be achieved through providing protection from 
sun, rain, wind, snow, noise and air pollution, and lighting glare.  Places that 
are comfortable are often perceived as convenient also.  Amenities such as 
places to sit, transit and other shelters, as well as signage are important.  Street 
design and circulation should be integrated with surrounding development. In 
terms of comfort and convenience for the motorist, arterial corridors should 
provide adequate signage, relatively direct travel routes, adequate parking, 
clearly delineated access points, and other amenities to promote way-finding 
and access.  

ƍ Attractiveness and Character – Arterial roads should be attractive, 
incorporating landscaping, street furniture, lighting, public art, signage, paving 
and other elements into a unified whole.  In particular, areas of historical 
importance, natural beauty and cultural significance should be clearly identified 
and distinctive.  The surrounding structure of the city should be reinforced in 
the design of roadways and include such features as gateways and other 
landmarks where appropriate.

ƍ Spatial Definition – The design of road corridors should provide some 
degree of spatial enclosure to provide a human scale and sense of place.  
The nature and character of the elements that define the space of the corridor 
can vary greatly, depending on the circumstance.   This enclosure can be 
created by multi-storey buildings at the property line, or rows of trees along 
rural roads. Spatial definition of the arterial corridor also improves appropriate 
travel speeds for motorists.
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Balanced Multi-modal Movement 
accommodates pedestrians, 

transit and other modes of  
travel

Some arterials should be 
designed to handle trucking

In terms of the movement of goods and people, they must consider:

ƍ Multi-modal Movement – the design of every arterial road should consider 
the movement of pedestrians, motorists, bicycles, goods and transit in a 
holistic manner. The relative priority of each of these modes of movement 
will vary depending on the circulation requirements, street type, land use 
and overall form of the corridor.  On some roads, the movement of cyclists, 
pedestrians and transit should have equal or greater consideration than that 
of private vehicles.  In other cases, the movement of large and heavy vehicles 
must take precedence.  The movement of emergency vehicles must always 
be a priority.

ƍ A Continuous and Connected Network of Streets – Most arterial roads 
should be part of a continuous network of streets. The types of streets, and the 
frequency of intersections and connections, typically increase as the density 
and form of development transitions from a rural environment to a urban area 
to a regional centre or corridor. 

The design and location of development adjacent to the road corridor will also effect 
movement and other conditions within the right-of-way.  In terms of land use integration 
and sustainability consider:

ƍ Vehicular Access – The design of arterial roadways must consider the 
access to adjacent development.  In some cases, vehicular access may be 
directly from the arterial road.  In other cases, vehicular access may need 
to be controlled and alternate strategies put in place to avoid unnecessary 
vehicular congestion and unsafe traffic conditions.

ƍ Pedestrian Access – In every case, pedestrian access to development 
should connect directly to sidewalks within the road right-of-way.  However, 
the nature of this access can vary greatly, depending on land use, building 
form and the general location of the development.

ƍ Building Orientation – A coherent and logical sequence of arrival to 
development should be promoted in the design of the road corridor.  In most 
cases this can be achieved through simply facing public, active facades and 
entries towards the street and the public realm.  Where vehicle movement 
and large volumes of parking are part of the arrival sequence, other strategies 
must be put in place to ensure wayfinding is logical and intuitive.  In every 
case, the public nature of the street must be supported.



�Arterial Corridor Guidelines

ƍ Environmental Sustainability – With regard to the design of arterial roads, 
sustainability can be addressed in two ways.  First, during the construction 
and maintenance of arterial roads, efforts should be taken to minimize impacts 
on the environment, in terms of the materials or practices used.   Second, 
the design of arterial roads should consider other broader environmental 
goals, such as the reduction of urban sprawl and the promotion of alternative 
transportation strategies.

ƍ Utility Distribution – Provision of adequate space and clearances for utilities, 
both above and below ground.  Where possible, underground utilities should 
be promoted.

ƍ Operations and Maintenance – Arterial roads should be based on designs 
that address the life-cycle costs and ease of maintenance of the infrastructure.  
Materials, construction techniques and scale of the road corridor elements 
should be selected to ensure durability and quality, while permitting traffic flow 
when reconstruction is taking place within the corridor.
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3 .0  The Design of the Road Network

THE GUIDELINES

The overall pattern of streets and the relative ease of connection between all places 
within a region, city, or community, is directly related to the variety of land uses and 
types of development (e.g., historic downtowns, main streets, power centres and big 
boxes, entertainment districts, etc.) a community is able to support.  The ability to 
provide effective transit service, efficient vehicular movement and a safe and convenient 
pedestrian environment is also linked to the character of the roadway network.  

The regional arterial road network in Durham is based on the grid of existing concession 
roads, resulting in a connected higher-order arterial road network.  The further sub-
division of this network into an even finer grid of minor arterial, collector and local 
streets has resulted in urban and sub-urban environments.  Where a finer grained 
division of arterials in urban areas has not been created, the following problems exist 
or are emerging:
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Providing a network of  
connected streets provides 

multiple routes to access 
arterials, dispersal of  vehicular 
trafþc, and improved pedestrian 

connections.

Connected

Disconnected

ƍ Congestion
ƍ Increased capacity required on adjacent road(s) (e.g., increased number of 

traffic lanes)
ƍ Increased right-of-way
ƍ Reduced levels of service
ƍ Traffic infiltration into established neighbourhoods
ƍ Limited access along corridors 
ƍ Delays accessing property
ƍ Restrictions on development due to transportation concerns (e.g., right-in, 

right-out accesses)
ƍ Longer emergency response times due to congestion and more limited options 

for property access
ƍ Increased difficulty, staging, and cost for road reconstruction and 

maintenance

As traffic congestion increases, accessing existing developments becomes a challenge, 
discouraging redevelopment to higher densities.   Reinvestment in existing areas 
becomes less attractive as poor levels of service provide an incentive for development 
activity to be dispersed to greenfield areas.  The continued development of a finer grid 
forming an interconnected network of arterials, as outlined in the Official Plans of both 
the Region and its area municipalities, is vital to ensuring the stability of neighbourhoods 
and commercial areas, and managing growth effectively.

In summary, the benefits of an interconnected network of arterial roads are as follows:

ƍ Alternative routes disperse traffic, offer choice of routes according to 
preference and provide access during construction or peak periods.

ƍ More convenient and accessible for pedestrians, cyclists, transit users, 
motorists and the disabled.

ƍ Expands the possible function of arterials, providing opportunities for a 
broader array of transportation modes and activities.

ƍ Maximizes the number of households within walking distance of transit 
stops. 

ƍ Minor arterials and collectors allow transit routes to run through subdivisions, 
not just along the perimeter, which minimizes walking distances and the need 
for transit users to cross major arterials.

ƍ Visual permeability of surrounding development provides surveillance and 
increased security along both local streets and the arterial road. 

ƍ More hospitable and interesting views of the neighbourhood edge are created, 
giving drivers motivation to slow down without unnecessary distractions.

ƍ Less difficult to navigate since directions and connections are predictable.
ƍ Avoids bottlenecks/congestion on arterials and at entrances to subdivisions.
ƍ Increases access to community amenities, contributing to quality of life by 

integrating communities rather than segregating them.

A variety of traffic and development conditions exist along arterials. These conditions 
often change over the length of an arterial road.   As cities and their regions grow, 
arterial roads must evolve to accommodate increased levels of traffic, higher density 
development and new development formats.  Indeed, the evolution of arterials is often 
necessary to limit traffic infiltration through established residential neighbourhoods, 
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provide the setting for new development and promote transit.   When viewed in this 
context, it is not surprising that a great deal of attention should be paid to the creation 
of a roadway network that is flexible, accommodating change over time in response to 
future development and transportation objectives.

Achieving this flexibility in the design of an arterial network requires coordination 
between private development and public infrastructure.  In particular, the development 
and movement networks adjacent to the intersections of major arterials will require 
comprehensive planning.  The following are the guidelines that pertain to the design of 
the arterial network.  

3.1 Continuous and Connected Network

As the intensity and density of development increases, from outlying rural areas to 
regional centres, the need for a finer grained network of roads increases.  In rural areas, 
development density and traffic levels do not require the creation of a fine grained 
network of arterials, as they generally correspond to existing concession roads, which 
are under Provincial or Regional jurisdiction and are typically designated as Type A or 
Type B arterials. 

Travelling into a urban environment that is no longer rural, but does not yet have the 
higher development densities found in regional centres or corridors, minor arterials (i.e. 
Type C), collectors and local streets have been created, providing a network of streets 
within the original concession grid.  As urban areas develop, consideration is given to 
protecting this finer-grained road network.

In existing centres and corridors, the finest grained network of streets is most clearly 
demonstrated, where a diverse mix of uses, higher pedestrian activity and street 
related development types already exist or are proposed.  In these areas, additional 
roads (including some roads that may have limited movements) should be promoted 
and planned, defining future development blocks and opportunities for intensification.  
The implementation of a finer grained network must have consideration for both the 
arterial classification criteria, and land use designations contained in the Regional 
Official Plan.
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Limited alternative routes 
and segregated uses 

promote sprawl and limit 
options for addressing trafþc 

concerns.

Alternative routes and 
mixed land uses provide 

more ÿexibility in the 
range of  development and 

transportation solution 
possibilities.

1. Integrate the planning of arterial roads with individual community/neighbourhood 
plans.

2.	 Design arterials to promote, not prohibit, the creation of a finer grained network 
of secondary arterial, collectors and local roads.  This is particularly important in 
regional centres and areas identified for development intensification.  Such a finer 
grained network may contain minor “T” intersections and streets with limited turn 
movements.

3.	 Locate higher-density development along transit routes. Encourage compact 
mixed-use development through zoning, including residential, commercial and 
employment uses.

4.	 Ensure arterials do not act as physical barriers between open spaces and 
development on each side of the road.  Minimizing the width of the arterial road 
and aligning local road intersections can help achieve this. 

5.	 Provide walking routes to transit stops as directly as possible (i.e., a maximum 400 
m walking distance from any residence to a transit stop).

6.	 Consider the creation of frequent pedestrian connections across arterial roads 
and ensure the permeability of pedestrian routes through neighbourhoods.  
The frequency and location of pedestrian crossings will vary, depending on the 
traffic characteristics, development type and format.  The design and location of 
pedestrian crossings must be addressed on a site-specific basis.
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Window condition - crescent 
“loop”

Window condition - cul-de-sac

3.2 Frequency of Intersections

One of the key ways to plan for higher intensity development in the future is to 
anticipate this finer grain of roadway network, particularly in the areas around some of 
the intersections of major arterials and in regional centres.  This means anticipating, as 
part of the planned road network, that private driveways may evolve into public streets, 
or that several access driveways may be consolidated, over the long-term. 

Another key to achieving this flexibility is to create intersections spaced so as to 
accommodate both pedestrian and vehicular movement.  The historical grid in the 
southern part of Durham results in a spacing of roads roughly every 820 m in the east-
west direction and a 2100 m in the north-south direction. This can result in an alternate 
spacing of signalized intersections every 300 and 500 m on east-west arterials.  In a 
north-south direction, signalized intersections may occur at a spacing of every 700 m 
along Type A arterials and may also occur at approximately  500-550 m along Type B 
arterials.  Planning for intersections at these intervals will help ensure the progression 
and optimization of traffic flow.  Within this higher order grid, additional intersections may 
be considered that will accommodate local traffic and pedestrian movement.  “Window 
Streets,” minor unsignalized T-intersections, and turn and entry prohibitions are the 
preferred solutions at these intermediate locations to maintain corridor progression and 
protect traffic capacity along the major arterials, where warranted.

1. Anticipate the spacing of signalized intersections in a 500 m / 300 m split along 
east-west arterials. Under no circumstance should back to back 300 m spaced 
signalized intersections be considered.  Along Type A north-south arterials, 
signalized intersections should be spaced 700 m apart.   Along Type B north-south 
arterials, signalized intersections should be spaced approximately 525 m apart.  

2.	 Consider turn and entry prohibitions at minor intersections, particularly as a 
strategy to promote the number and frequency of intersections, while ensuring the 
traffic capacity of the arterial is protected.

3.	 Where an arterial will operate as primarily a vehicular movement corridor, it may 
be difficult to provide both the recommended frequency of intersections and 
maintain the traffic carrying capacity of the road.  In this instance, the ability of the 
road corridor to support other uses will be limited. However, consider the following 
roadway configurations to preserve some connectivity between the arterial road 
and surrounding development:

ƍ Parallel local street or access road – This configuration places a small-scale 
street parallel to the arterial road.  This smaller street may have limited access 
to the arterial or may be accessed only from the streets within the adjacent 
development.  With this configuration, development fronts both the local and 
arterial road, pedestrian and local vehicular circulation has frequent and direct 
access to the adjacent internal development, and vehicular circulation on the 
arterial road is minimized.

ƍ Parallel local loop street with a “Window” condition – This configuration is 
very similar to the previous one in that a portion of the local street runs parallel 
to the arterial.  Development, particularly residential development is much more 
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2. .... there is a recommended 
spacing of  signalized and non-

signalized  intersections that will 
best facilitate trafþc movement 

and support development

1. Working within the existing 
grid of  concession roads



17Arterial Corridor Guidelines

likely to flank these roads however.  The creation of the “Window” condition 
refers to the establishment of a direct visual and pedestrian connection from 
the local street to the arterial road.  This connection serves as the spatial, if 
not vehicular, connection of the local street to the arterial road.  This spatial 
connection should be generous in width and clearly identifiable as a public 
route.

ƍ Cul-de-sacs with a “Window” condition – This configuration adapts the 
typical cul-de-sac or dead-end street to a situation where once again a strong 
spatial connection is made from the local street to the arterial road.

These street configurations are often applied as a means of avoiding the introduction 
of rear lotting, also known as reverse lot frontage, which requires sound attenuation 
walls or fences.  Please see the further discussion of these conditions in Section 6.2, 
Building Orientation and Deployment. 

Use of  raised median to restrict 
full turning movement
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3.3 Mid-Block Access - Driveways and Drive-Throughs 

Mid-block vehicular access is often required on arterial roads.  The nature of this 
access can vary from individual residential driveways to parking lot entrances for large-
scale development.  In most instances, this vehicular access is both desirable and 
necessary.

As traffic levels increase on an arterial, mid-block vehicular access can become 
problematic for both pedestrians and drivers.  Vehicles turning into and out of driveways 
present a hazard for pedestrians and cyclists and interrupt their travel.  These unsafe 
conditions become even more acute if the land use and form of development are 
out of keeping with traffic and travel conditions of the roadway.  In the most extreme 
conditions, traffic turning from the arterial will disrupt traffic flows on the arterial itself.

1.	 Consider the creation of an access management plan for areas where mid-block 
driveways and drive-throughs are in conflict with on-street vehicular movement. 
In urban areas, as roads become busier, vehicle access via driveways and drive-
throughs may be limited and/or consolidated to avoid conflicts between turning 
vehicles and other users of the road. 

2.	 Discourage driveways and drive-throughs in regional centres and corridors.
3.	 Consolidate driveways and drive-throughs to access more than one development 

where possible. 
4.	 Consider the introduction of landscaped medians as a means of controlling 

driveway and drive-through access where traffic volumes are higher.

Development of  access management plan

Full Movement Access - Restricted Zone
Full Movement Access - (shared access or cross-access easements if 
unobtainable)

Controlled Access - (limited to right in/right out due to raised median)

Recommended Full Access Points to Main Central Area
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Trees, buildings, street lights 
and continuous and connected 
pedestrian routes reinforces the  
spatial deþnition of  an arterial 
corridor.

(The Technique of Town Planning, 
Operating System of the New Urbanism, 
Duany Playter-Zyberk Company, 1997)

4.0  Supporting Adjacent Land Uses – 
The Design of Places Adjacent to the Road Right-of-Way

The roadway corridor is typically defined as the space between buildings on opposite 
sides of a street.  It includes the road surface or platform on which the vehicles travel, 
the edge of road between the curb and property line, and any space that is part of 
the building setback from the property line.  However, the road corridor is much more 
than simply the aggregation of these zones.  The road corridor comprises most of the 
public space within a municipality, defining the character and image of each city.    The 
design of the road corridor can assist in wayfinding for both pedestrians and vehicles by 
providing clearly defined places, gateways and landmarks that are easily understood.

In other words, road corridors define and incorporate a number of complex spatial 
relationships between uses, pedestrians and vehicles.  They create identity, orientation, 
facilitate movement and provide the proper setting for economic development.  The 
spatial relationships between movement systems and adjacent land uses within a 
road corridor are finely balanced—they concern much more than only the aesthetic 
quality of the street.  For example, the edge of road area must mediate the impacts of 
automobile traffic between road platform and building entrance, providing both access 
and privacy to mention only two.  The width of road corridors is also important, and can 
directly affect operating speeds for vehicles.  Corridors that are too wide often cannot 
support a vital and active pedestrian realm, while corridors that are too narrow constrict 
movement and access.

This section describes the spatial relationship within the road corridor in terms of its 
width and the relationship to buildings along its length.  It also lays out recommendations 
regarding the integration of the design of adjacent development with the arterial 
corridor to ensure that streets support the surrounding environments and that streets 
and development can evolve together over time. 

4.1 Spatial Definition of the Road Corridor

The design of arterial roads should consider the entire space between building faces 
on each side of the road platform, as this constitutes a considerable portion of the 
public realm and has a direct impact on traffic conditions.

1.	 Define the linear space of the street.  This can be accomplished with the 
placement of buildings, landscaping, light standards and other street furniture, or 
a combination of all of these elements.  Continuous rows of trees and a consistent 
and connected pedestrian route will reinforce street spatial definition.

2.	 Design arterials with a maximum of 6 through lanes.   Additional space may be 
required for auxiliary lanes and medians.

3.	 Locate, where possible, buildings with a consistent setback from the property line.  
Infill development should respect the location of existing buildings and reinforce a 
consistent setback.
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Higher Order Corridor Residential CorridorMain Street Corridor

The dimension between the 
curb and building face should be 

10 to 12 metres on residential 
streets, 4 to 6 metres on 

commercial main streets, and 
7 to 10 metres on other higher 

order arterials

4.	 Allow for a typical dimension between the edge of pavement and property line 
of 4 to 9 m.  This accommodates the location of utilities while balancing the 
need to spatially define the road corridor.  Keep roadway corridor and right-of-
way widths to a minimum, while still accommodating all functions of the arterial 
corridor.  Maintain a dimension between the curb and building face of 10 to 12 m 
on residential streets, 4 to 6 m on commercial main streets, and 7 to 10 m on other 
higher order arterials.  Prestige employment and office development may range 
from 15 to 20 m between the street curb to the face of the building.

5.	 Define the edge between the road corridor and adjacent surface parking lots with 
landscaping and other elements to reinforce the space and continuity of the road 
corridor.  Low level screening, approximately 1 m high, will screen cars from view 
while providing visual access to signage and buildings beyond.

6.	 Infill existing surface parking lots with new development at the street edge where 
possible.

7. Keep the width of road corridors on which street / pedestrian related retail is 
desired to a minimum.  

8.	 Encourage planted medians on wider streets to reinforce the spatial definition and 
continuity of the road corridor.

9.	 Encourage multiple storey commercial buildings in appropriate locations.  Buildings 
that are several stories tall will define the road corridor more effectively supporting 
the use of transit.  Building heights that are 1/3 the width of the road corridor, or 
higher, are often desirable.

Industrial / Commercial 
Corridor
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Promote the placement of  
parking to the side and behind 
buildings.  Locate building 
entrances where they can easily 
be accessed from both parking 
and the arterial corridor.

4.2 Building Orientation and Location

The spatial relationship between the road corridor, building entrances and, in some 
cases, the interior of the buildings, provide safety for pedestrians and can assist in 
wayfinding for both motorists and pedestrians.  Retail environments, in particular, will 
benefit from a high degree of design integration between the road corridor and adjacent 
development.

1.	 Face buildings towards the street, particularly where an active pedestrian realm is 
desired.  Entrances that are oriented towards the street should be promoted.  This 
will facilitate pedestrian activity and provide a clear identity for the development.

2.	 Encourage retail and other active uses at ground level to promote activity, “eyes 
on the street” and safety.

3.	 Encourage smaller commercial units to line the roadway corridor while maintaining 
visual connections to other commercial units behind them where large surface lots 
are planned as part of new commercial/retail development.

4.	 Encourage street walls of buildings to include windows and a variety of materials 
and surface treatments to animate the public realm and ensure “eyes on the 
street.”  Large blank walls are to be avoided.  Landscaping may also be used to 
reduce the impact of large, featureless walls.

5.	 Locate buildings, particularly those with commercial or retail uses, as close to the 
property line as feasible.  Setbacks generally should be between 0 to 4 m. 

6.	 Intensify building densities with close proximity to major transit corridors in order to 
foster a transit supportive corridor.

7.	 Residential development may be set back further from the property line to ensure 
privacy, safety and further separation from noise sources.  This setback can be up 
to 6 to 7 m with a total dimension from curb to building face of 10 to 12 m.

8.	 Avoid reverse lot frontage and sound attenuation walls wherever possible.  
Alternate frontage configurations such as the introduction of a parallel local street 
or access road, a “window street” configuration at the end of cul-de-sacs, or a 
parallel local loop road flanked by side-yards, should be explored.  

9.	 Use, where possible, berms and landscape buffers to reduce the impacts of 
sound and pollution from arterial roads.  If this strategy is used, incorporate these 
landscape elements into usable, programmed open spaces that can be used as 
amenities, such as parks or trail systems.

10.	 Design architectural, façade and other lighting treatment for buildings with sharp, 
full cut-off luminaries to prevent uplight and glare and avoid light trespass onto 
adjacent properties and the roadway.
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Development should reinforce 
the edge of  the corridor, while 
providing views to parking and 
other development beyond.  As 

well, parking lots should be 
located and conþgured so as to 
easily allow the introduction of  

additional development over time. 

Phase One Development

Phase Two Development

4.3 Adjacent Parking Lot and Site Design

Although adjacent parking lots and other site development do not occur within the road 
corridor, the design of these places can have a significant impact on the character, role 
and function of arterial roads.  These sites contribute to the visual character of the road 
corridor while on-site pedestrian networks can reinforce the pedestrian nature of the 
road corridor.  
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“Street-like” driveways with 
substantial vegetation.

The arrangement and design of parking lots and the overall arrangement of buildings 
can ensure that further intensification of development over time is not precluded.  While 
the market may dictate an auto-oriented form as first phase development (i.e., a rear 
oriented plaza or power centre), the adaptability of the site to accommodate growth 
over time may be considered.  This may include adding storeys to a structure over 
time, putting smaller stores in front, or extending buildings to the street line at a later 
date.  Often this type of planning is not undertaken prior to the approval of development 
applications, and opportunities to intensify development over time are lost.

1.	 Locate parking lots to the side and rear of buildings.  This will minimize visual impact 
on the road corridor while continuing to provide visual connection to buildings set 
back within the development.

2.	 Design on-site driveways as “street-like” as possible with sidewalks, landscaping 
and possibly other amenities, such as lighting and benches incorporated into 
their design.  Over time, these driveways may become public streets, providing 
development flexibility and the potential to further sub-divide sites.

3.	 Provide a continuous and connected system of sidewalks and pedestrian networks 
throughout the development.  In particular, direct connections between sidewalks 
within the road corridor to all building entrances should be made.  Sidewalks 
should be a minimum of 1.5 m wide.

4.	 Provide direct pedestrian connections to transit stops.
5.	 Locate bicycle racks and lockers adjacent to building entrances.
6.	 Encourage strategies to reduce overall parking requirements and promote 

intensification of development. This may include the promotion of shared parking, 
the promotion of different uses within a site so as to capitalize on parking at 
different times of the day.  Other mechanisms to reduce the demand for parking 
could also be considered, such the promotion of carpooling and paid parking.  

7.	 Screen garbage and service areas from view.
8.	 Consider parking lots as future development sites, so as to encourage intensification 

and minimize redevelopment costs.  Parking lot size, shape and location should 
reflect this objective.

9.	 Employ a lighting design that uses full cut-off luminaries to avoid light trespass 
onto adjacent properties and the roadway.
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Before After: Revitalization of  historic downtown in 
conjunction with necessary infrastructure 
replacements

Landscaping, on-street parking, 
and improvements to the 

pedestrian realm can promote 
street-related retail.

4.4 Main Streets, Historic and Natural Areas

Hamlets, historic downtowns and heritage buildings, and natural spaces are some of 
the most valued assets of any community.  They provide an important quality of place 
and identity for municipalities in which they are situated.  They are both a link to the 
past and are often an anchor for future economic growth.   The design of arterial roads 
through such centres is usually very unique, reflecting the specific history of each 
place.  The balance between land use, built form and the transportation characteristics 
of the road corridor also tend to be very specific and unique.   Any transportation 
or development initiatives within these places must work within these constraints to 
ensure these places remain places of beauty, history and economic growth.

1.	 Conserve the historic urban fabric along the road corridor to maintain diversity 
and enrich the experience of corridor users.  This will often require specific and 
idiosyncratic design approaches to building setbacks and the width of the road 
corridor.

2. Avoid narrowing sidewalks and removing on street parking and / or landscaping. 
The presence of slow moving through-traffic, on-street parking and a quality public 
realm are all required to preserve and enhance existing retail uses in hamlets and 
on main streets.  

3.	 Only consider a by-pass of a hamlet after detailed study, having regard for both 
the transportation and rural settlement provisions of the ROP.  The creation of by-
pass roads around hamlets can deaden the retail environment along historic main 
streets by removing much of the through traffic.  

4.	 Examine unique design initiatives, such as higher order landscaping and 
streetscaping, for hamlets and other places of historic, cultural, or natural 
importance, in consultation with the public. 

5.	 Integrate the design of the road edge with that of the adjacent open spaces, where 
arterial roads cross or are adjacent to significant natural areas and open spaces.  
The design of the road edge should be consistent aesthetically and uphold the 
same environmental standards.
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Where noise attenuation walls 
and fences exist, they are a very 
dominant element to the public 
realm.  If  they are required, care 
should be given to their design 
to ensure that they are visually 
appealing.

4.5 Noise Attenuation Strategies

Traffic on arterial roads adjacent to residential areas can cause noise that is disruptive 
to residents.  This is especially true on high-speed, high-volume arterials next to 
subdivisions.  Noise levels must conform to provincial and municipal guidelines.  The 
traditional solution has been to build noise attenuation fences or walls.  However, these 
fences or walls isolate the arterial road from the adjacent neighbourhoods, presenting a 
continuous barrier to pedestrian traffic and an uninteresting, unwatched and potentially 
dangerous environment for those walking along the arterial.  Noise attenuation strategies 
should begin at the source of noise, with the design of the road itself.  Remaining noise 
should be blocked without the use of fences or walls, if possible.  If as a last resort 
noise fences or walls are required, every effort should be made to reduce their visual 
impact and avoid blocking pedestrian and bike access.

Land Use:
1.	 Promote development oriented to the street.  Buildings should buffer sensitive 

noise receptors as opposed to other noise attenuation measures such as walls, 
fences and berms.

Road design:
1.	 Reduce noise at the source by reducing the speed of vehicles through design and 

transportation design consistent with the roadside environment.
2.	 Eliminate rattling maintenance hole covers as a source of noise by positioning 

them where vehicles will be less likely to run over them (i.e., at the centre of traffic 
lane).

Noise attenuation alternatives:
1.	 If a barrier is required, consider using berms and landscaped buffers, which should 

be incorporated into other open and recreational spaces.
2.	 Necessary land requirements should be determined in the development application 

process prior to draft approval (e.g., plans of subdivision), including keeping sight 
lines and sight triangles clear.

Attenuation fences and walls:
1.	 Avoid using noise attenuation fences or walls if possible.  They should only be 

used as a last resort.
2.	 Integrate the design of attenuation fences and walls with their surroundings using 

a variety of designs, colours and textures, vines and other plantings.  Attenuation 
fences or walls should be visually appealing.  Select materials based upon life 
span and future maintenance. 
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Coordination of  pedestrian 
movement, land-uses and 
vehicular trafþc is key.

5.0  Street Element Design Criteria 
5.1 Sidewalks

In urban environments, the efficient movement of vehicular traffic has often been 
prioritized, while consideration of the needs of pedestrians has received limited 
attention.  However, it is pedestrian movement that achieves all the objectives of road 
corridors aside from movement of goods and vehicles.  Pedestrians walking along a 
commercial street are more likely to enter shops and support businesses than drivers, 
who are passing through on the way to a destination. Integration of pedestrians with 
vehicular traffic is key, and improvements to the pedestrian realm should take place as 
urban environments mature. Setbacks, visual cues and physical buffers such as street 
furniture and parked cars protect sidewalk users from the negative impact of vehicles.  
The needs of pedestrians and drivers occasionally conflict; a balance needs to be 
reached that accommodates them both safely and is consistent with the local planning 
and transportation vision.

Location and dimension of sidewalks:
1.	 Provide unobstructed sidewalks along both sides of all arterial roads in urban 

areas.  
2.	 Avoid combining recreational pathways with sidewalks if an alternative continuous 

route for the recreational pathway exists.
3.	 Use sidewalks to connect buildings and parking lots to roadside sidewalks and 

transit stops, either combined with or independent of driveways.
4.	 Design sidewalks with a minimum width of 1.5 m, although a minimum width of 

1.8 to 2 m is strongly recommended to ensure adequate width for passing and 
accessibility.  Before reducing the width of the pedestrian route to less than 2 
m, consider where appropriate and to acceptable minimum standards, reducing 
medians, boulevards or lane widths.
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It may be desirable to provide 
enhanced crosswalk material for 
“special places” or pedestrian 
dominant locations.

Care should be given to ensure 
turning lanes do not compromise 

the pedestrian environment.

Turning and parking lanes 
can be integrated into street 

landscaping strategy.

5.	 Increase sidewalk width to 3 m for locations where higher pedestrian levels of 
service are desired.

6.	 Provide a minimum 2 m wide clear pedestrian route, buffered by a 2 m wide 
roadside furnishing strip and a 0.25 m wide building frontage strip, for a total 
minimum of 4.25 m of sidewalk between the road edge and buildings for sidewalks 
on urban or main streets that have a strong pedestrian focus.

7.	 Locate sidewalks 3 to 4 m from the roadside curb, beyond the inner boulevard, in 
typical urban conditions. 

8.	 Sidewalk and ramps leading to sidewalks should be designed with mobility 
challenged individuals in mind.  Slope and curb cuts must be designed to allow for 
wheelchair access.

Sidewalk grading:
1.	 Slope the boulevard to allow water to drain away from the sidewalk, avoiding the 

formation of puddles and hazardous ice. The sidewalk should slope slightly toward 
the curb.

2.	 Ensure sidewalk continuity in terms of material and slope, to reinforce pedestrian 
priority. This means that when a sidewalk crosses a private driveway, grade 
transitions should be made on the driveway on either side of the sidewalk, leaving 
the sidewalk itself level.

3.	 Ensure that slope transitions on the sidewalk are as gradual and unobstructed 
as possible, in accordance with acceptable minimal standards, where a sidewalk 
crosses an intersection.

5.2 Crosswalks and Intersections 

To encourage pedestrian presence on streets, perceived and actual safety and comfort 
must be priorities.  At crosswalks, where drivers and pedestrians cross paths, both 
need to be aware of each other with enough warning to react.  Crosswalks must 
not only give pedestrians opportunities to cross safely, their design should convey 
the importance of pedestrians as users of the road and contribute to a comfortable, 
pleasant experience.

Location of crosswalks:
1.	 Integrate at a minimum, pedestrian crossings into all street intersections. Pedestrian 

crosswalks should occur on all sides of the street.
2.	 Ensure that pedestrian crossings are a natural and convenient extension of the 

overall pedestrian network.
3.	 Consider the provision of additional pedestrian crossings in urban areas or places 

intended for further development intensification.  Pedestrian crossing locations 
may be coordinated with parks and neighbourhood features and amenities such 
as schools.  Crosswalks may be considered at some local window streets where 
these local streets meet arterial roads.

Crosswalks and turning lanes:
1.	 Consider merging turning lanes with through lanes at intersections where 

pedestrian priority is desirable, particularly on main streets and other streets 
with a commercial/retail focus.  This will ensure the road platform is as narrow as 
possible at intersections where adjacent retail is most likely to succeed.
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Crosswalk design should 
highlight the location and 
presence of  pedestrian.  The 
apparent width of  streets 
should be minimized.  Where 
turning lanes are required, care 
should be given to providing safe 
refuge for pedestrians waiting to 
cross.

Intersection with turning lane

2.	 Consider providing measures, such as bollards, distinct paving materials and 
colours, to emphasize pedestrian priority, increase the visibility of crosswalks and 
improve pedestrian safety in appropriate locations, subject to considerations for 
cost and maintenance. 

3.	 Orient curb ramps from the sidewalk in the same direction as the crossing, to direct 
visually impaired people in the right direction.

4.	 The integration of turning lanes into the design of an intersection is often desirable 
to facilitate vehicular movement.  This is particularly the case on streets where 
the movement of vehicles is a priority.  The intersection of two arterials generally 
requires the introduction of turning lanes.  

Pedestrian crossing signals: 
1.	 Consider including warning signs, audible signals, paint markings and distinct 

surface textures at crosswalks, to warn crossing pedestrians and guide them 
across the road, where required.  Ensure sight lines are clear.

2.	 Provide pedestrian signals at all signalized intersections.  
3.	 Pedestrian signals at intersections with very low volumes of pedestrian traffic 

may be activated by push-buttons.  Locate push-buttons where they will be 
easily accessible for all pedestrians, including those with physical and/or visual 
limitations.

4.	 Time pedestrian signals with the slower walking speed of seniors and those with 
physical and/or visual challenges in mind, where required and appropriate.

The integration of  turning lanes 
into boulevards
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The use of  planters, pavers and 
gardens reinforce the sense of  

“place”. 

Trees and shrubs can help 
soften the hard surfaces along 

an arterial.

5.3  Landscaping

Landscaping plays a substantial role in the creation of a comfortable, stimulating 
street environment.  Trees and shrubs filter harsh sunlight and wind, moderating the 
sidewalk microclimate.  The textures and colours soften the hard surfaces of the built 
environment, provide a richer sensory experience and connect people to nature in 
an urban setting.  In addition to trees, shrubs, grasses, flowers and sod, the textures 
and colours of paving stones and other materials can also be used to create a more 
interesting environment, reinforcing the character and quality of place.  A preferred 
plant list with suggested area of application has been included as an appendix to this 
document.  

Choosing landscape elements:
1.	 Develop a Landscape Plan for consistent treatment of landscaping throughout the 

Region.
2.	 Evaluate environmental conditions and select vegetation that can tolerate the 

conditions it will be exposed to, including road salt, limited subsoil, heat, drought, 
wind and shade. 

3.	 Select native plant species over non-native species, to preserve local natural 
heritage.

4.	 Plant a diverse mix of conifers and deciduous trees and shrubs to create an 
interesting landscape, preserve biodiversity and reduce the risk of losing all the 
plants to species-specific disease or infestation.

5.	 Select plant species that are easy to transplant and maintain, hardy and long-lived, 
with non-invasive roots. 

6.	 Consider planting shrubs, grasses or flowers instead, if spatial or maintenance 
requirements conflict with tree growth.

7.	 Avoid planters for trees.  They do not sustain a good growing environment for trees 
and therefore require additional maintenance.  If space is so restricted that trees 
must be in planters, ensure planters are a maximum of 600 mm in height, that they 
are a minimum of 1500 mm X 1500 mm in width and length, have no bottom, are 
insulated, and do not impede sight lines and sight triangles.

8.	 Promote naturalization planting programs in public open spaces adjacent to 
arterials.

Where and how to plant:
1.	 Invest in the longevity of landscaping with proper planting and care.  An environment 

that supports plant growth can be prepared during boulevard construction by laying 
45 cm of suitable topsoil.

2.	 Plan the location of sidewalks, driveways and utilities around existing healthy 
trees. 

3.	 Seek permission from adjacent landowners to plant on their properties, if the right-
of-way is too narrow to support plantings.

4.	 Plant deciduous trees between the curb and the sidewalk to enclose and shade 
the pedestrian space, on narrow, lower speed roads with a high potential for 
pedestrian traffic.  Plant trees 1.5 to 2.0 m from curb except where limited space 
requirements dictate otherwise.

5.	 Plant deciduous trees 8 to 10 m apart to provide a continuous canopy along the road 
corridor.  Ensure placement of trees do not obstruct driver’s view at intersections 
and driveways.
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Summer

Landscaping can improve 
pedestrian comfort

Winter 

6.	 Plant trees at grade. 
7.	 Plant trees further from the curb on wide, high-speed roads, to protect them from 

harmful salt spray, strong winds, fumes and heat reflected from the road. 
8.	 Removal of a dead or live tree should be replaced with a tree of a similar species 

and size, or of a minimum 50 mm caliper.
9.	 Ensure that street tree planting on Regional Roads is undertaken to the 

specifications contained in the Regional Tree Planting contract.

Landscaping as protection:
1.	 Plant deciduous trees along sidewalks and recreational paths, to provide shade to 

pedestrians in summer and allow solar access in winter. Add coniferous trees as 
well, if space is available, to filter wind year-round.

2.	 Use boulevard plantings and street furniture to protect pedestrians on sidewalks 
from the elements and splashing from passing vehicles.

Other considerations:
1.	 Plant trees along parking lot walkways to make walkways easier to find and provide 

shade for pedestrians walking through the parking lot.  The planting of trees along 
walkways must be balanced with the requirements for lighting for pedestrians.

2.	 Provide landscaping and distinctive surfaces at pedestrian crossings.
3.	 Consider using distinctive tree and vegetation species, such as flowering species, 

in places with a unique identity and profile.
4.	 Develop agreements between the area municipalities and the Region for the 

maintenance of landscaping.

5.4 Landscaped Medians

Landscaped medians provide opportunities to add character to a streetscape, in 
addition to controlling traffic movement.  Although landscaped medians can be found 
on a variety of roads, they are most important on wide rights-of-way, where they provide 
spatial definition and a comfortable sense of enclosure that encourages drivers to slow 
down and pedestrians to “live” in the space.  Through landscaping, the median can 
contribute to the sense of place of a street or district.

When to use landscaped medians:
1.	 Provide medians within roadway corridors with a high number of travel lanes or 

where control of vehicle movement and turning is important.  In these instances, 
medians will also provide a refuge for pedestrians.

2.	 Consider using medians to reduce the risk of high-speed head-on collisions on 
roads with high-speed traffic.

3.	 Use medians to protect vehicles in left turn lanes and control turning traffic on 
roads with many driveways and heavy traffic.

4.	 Provide landscaped medians on streets where a unique character or identity is 
desired.

5.	 Do not provide medians on streets with a narrow right-of-way, or on main streets 
where the spatial and visual connection between opposite sides of the street is 
paramount.  Landscaped medians should only be considered if there is generous 
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The use of  medians depends 
upon both the type of  adjacent 

land uses and development 
format, as well as the need to 

control vehicular movement and 
access.

Treed median 

space for sidewalks and other elements within the roadway edge.

Median design and landscaping:
1.	 Design the median width to be 5 m at intersections, so that a 3.25 m vehicle left-

turn lane can be taken from the median while retaining a sufficient median width 
for pedestrian refuge, traffic signal infrastructure and signs.  At other locations, a 4 
m median width is sufficient for tree health and growth.

2.	 For medians without a hard surface, construct a 0.5 m wide salt strip around 
the perimeter of the island to eliminate winter kill due to salt exposure.  This salt 
strip should be constructed of the same material as other hard surface island 
treatments, with a 2% minimum cross fall (e.g., interlocking brick, asphalt, or 
textured concrete). 

3.	 Apply the same guidelines for landscaping for medians as for road edge landscaping, 
ensuring consistency with landscaping on the road edge and adjacent lands.  
Where a median does not have a hard surface, consideration should be given to 
planting grasses, shrubs and perennials  Where trees are desired in landscaped 
medians, the use of continuous or individual planter boxes should be encouraged 
to protect trees from salt spray.

4.	 Consider irrigating a landscaped median at locations of unique character, where 
appropriate.  Such treatment should not be considered as a standard practice due 
to the long-term maintenance concerns.
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Street furniture can provide 
amenity and identity within an 
arterial corridor.

Paving can improve both the 
function and appearance of  
intersections.

5.5 Street Furniture and other Amenities 

Street furniture such as seating, phone booths, parking meters, bicycle racks, 
newspaper boxes, waste receptacles, transit shelters, planter boxes and mailboxes 
contribute to the safety, comfort and utility of public space.  When they are designed 
and arranged with consideration for quality and aesthetics, these elements can also 
make a streetscape more attractive and interesting.  Street furniture designed on a 
consistent theme can define the identity of a place or route, such as a historic area. 

Location of street furniture:
1.	 Consolidate benches and other roadside furniture such as bike racks, notice 

boards, newspaper boxes and refuse containers to encourage concentrations of 
activity.

2.	 Integrate seating into planters where appropriate.
3.	 Place sidewalk furniture, patios, vending machines and signs where they will not 

obstruct the pedestrian route or conflict with driver’s sight lines.
4.	 Ensure that overhead objects such as patio umbrellas, awnings and hanging signs 

leave adequate space for pedestrians and cyclists to pass beneath.

Promoting design elements within the road corridor:
1.	 Identify priority corridors, such as historic areas, hamlets, regional centres and 

special commercial districts.  Through the preparation of corridor studies or 
secondary plans, develop policies for these areas to coordinate design initiatives.

2.	 Consider encouraging owners in commercial areas to add their own street furniture, 
such as benches and shelters, in appropriate locations, subject to maintenance 
and liability agreements, when located in Rights-of-way. This furniture should be 
consistent with the site’s particular context and streetscape concept. 

3.	 Encourage the location of public art, including sculptures, wall murals, fountains, 
decorative walls, and custom designed furnishings, within or adjacent to the right-
of-way to enhance the streetscape of priority corridors.

4.	 Where Business Improvement Areas (BIAs) or other business owners’ group exists 
along identified Special Character streets (i.e. downtowns, main central areas, 
etc.), partnerships should be sought with these groups to encourage the upgrading 
and maintenance of the enhanced right-of-way features.
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On-street parking on Dundas 
Street in Downtown Whitby

5.6 On-Street Parking

On-street parking can be an important component in the creation of a vital and active 
street.  In particular, it should be considered where a main street retail environment is 
desired in certain regional centres and corridors, as it will promote walking and slow 
traffic, thereby improving the visibility of shops.  It can also be used as short-term 
loading space for small commercial uses on retail streets and reduce development 
costs for small businesses by permitting parking to be provided on street.  On-street 
parking is also a useful addition to residential streets and can serve as visitor parking.  

1.	 Promote on-street parking on streets with land uses that are directly accessible 
from the corridor to promote retail and business uses and shield pedestrians from 
traffic.

2.	 Design parking lanes with a 2.75 m width.  The exception to this is when they are 
doubling as a peak hour shared lane, in which case a typical travel lane width 
should prevail.

3.	 Avoid diagonal parking.
4.	 Ensure pedestrians at crosswalks are easily seen by motorists.  This can be 

accomplished by not permitting parking adjacent to the crosswalk, or by extending 
the sidewalk out towards the travel lane for the creation of a “bump-out” at 
crosswalks.  This strategy can also be applied at transit stops.

5.	 Do not consider on-street parking on streets with an operating speed of over 60 
km/h.

6.	 Consider metering on-street parking to promote short-term parking.
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Typical transit shelter - provides 
protection from the elements 
while providing clear visibility 
for safety.

The concrete loading pad 
should be long enough to serve 
passengers exiting from all 
doors of  transit vehicles, and 
at least 1.5 to 2 m wide, to 
accommodate wheelchairs.

5.7 Accommodating Bicycles

The Region is in the midst of preparing a Regional Cycling Plan.  Through the 
development of this Plan, appropriate guidelines addressing the needs of cyclists will 
be incorporated into this document at a later date.

5.8 Transit and Shelters

Transit stops have the potential to be integrated into streetscapes, adding to street 
activity and a sense of place. Because transit stops are ubiquitous in urban areas 
along arterial roads, and often the first pedestrian destinations to appear in new 
developments, centres of activity can potentially develop around them.  By clustering 
transit stops with shelters, street furniture, coffee shops and other amenities that 
attract people, gathering places can be created, while transit users and patrons of 
other services can enjoy the convenience of the combined activities. 

Traffic flow:
1.	 Coordinate bus movements with traffic flow to avoid conflicts.
2.	 Give transit vehicles equal or greater priority on the roads than private vehicles.  

Consider dedicated lanes for transit vehicles where appropriate. 
3. Limit the use of bus bays to roads with speed limits of 80 km/h or greater, or where 

a site-specific safety hazard or need has been identified.
4. 	 Provide bus stops at the near side of an intersection, letting passengers disembark 

adjacent to the corner where crosswalk lines and signal heads are located.

Pedestrian access:
1.	 Ensure that the maximum walking distance to a transit stop does not exceed 400 

m for atleast 95% of all the residences.
2.	 Ensure that the maximum distance between pedestrian access points to an arterial 

road are generally no more than 250 m.
3.	 Position transit stops as close as possible to intersections and crosswalks. 
4.	 Provide permeable street patterns allowing pedestrians to access public transit.

Transit stop design:
1.	 Provide concrete pads in the waiting and loading areas of transit stops.  The pads 

should be flush with the sidewalk to provide accessibility to passengers using 
wheelchairs, and textured to provide tactile directional cues for visually impaired 
riders.

2.	 Ensure that the concrete loading pad is long enough to serve passengers exiting 
from all doors of transit vehicles, and at least 1.5 to 2 m wide, to accommodate 
wheelchairs. 

3.	 Locate stand-alone shelters on the inner boulevard, adjacent the curb, to improve 
visual connections between the shelter and the approaching transit vehicle.  This 
location will also promote a more compact roadway corridor and minimize conflicts 
with land uses, such as residential development.  Only place stand-alone shelters 
in the outer boulevard (towards the property line) where roadway travel speeds 
are high and roadway corridor widths are generous.  The integration of transit 
shelters with other uses or development may also warrant the creation of waiting 
areas in other locations.  Regardless of the shelter location, visual connection 
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Integration of  transit shelters 
with other amenities and the 

design of  adjacent open spaces

to approaching vehicles and direct pedestrian access to the vehicles must be 
provided.

4.	 Position transit shelters at least 1 m away from curbs and sidewalks to prevent 
accidental damage from snow maintenance equipment.

5.	 Use transit shelters that have transparent walls providing visual connection 
between waiting transit users and approaching transit vehicles.  Transparent 
shelters will also provide visual surveillance of transit shelter areas, improving 
pedestrian safety.  Transit shelters must be located outside of the intersection sight 
visibility triangle.

6.	 Consider providing an open, roofed shelter if budget or site-specific characteristics 
prohibit the construction of an enclosed shelter.

7.	 Choose transit shelter designs that reflect the identity and character of the local 
area.

Combining with other amenities:
1.	 Consider funding transit shelters through public-private partnerships.  If advertising 

is to be included, it should not take priority over the shelter’s functionality for transit 
users.

2.	 Consider building transit shelters into the base of buildings along transit routes. 
3.	 Consolidate newspaper boxes, garbage receptacles, phone booths and other 

street furniture at bus stops for convenience and to encourage pedestrian activity.  
In particular, benches should be provided in transit shelters and / or at transit 
stops.

5.9 Public Signage

Public signs erected within the right-of-way are regulated by Provincial and Regional 
standards and are typically related to vehicle operation and parking regulations, or are 
provided for directional or information purposes.

1.	 Mount on-road signs on existing utility or light poles, where practical.
2.	 Design individual ground-mounted signs to be in scale with the adjacent buildings 

and the streetscape.
3.	 Locate signs in line with other features in the road edge such as parking meters, 

street furniture, light poles, and utility poles.  Design and locate on-road signs 
so as not to obstruct the view of traffic signals and other important sight lines of 
pedestrians, cyclists and motorists. 



37Arterial Corridor Guidelines

5.10 Private Signage

Private signs erected within the right-of-way are regulated by Regional or local by-laws, 
depending on the jurisdiction of the road.  Private signs erected outside the right-of-
way are regulated by local municipal by-laws and are typically related to business 
exposure and promotion.  In addition to providing this economic benefit, they can also 
provide the benefit of enhancing a corridor.

1.	 Locate signs such that their setback provides adequate sight lines for motorists, 
pedestrians and cyclists.  Ensure by-laws regulating private signs incorporate a 
minimum set back of 1.0 m from the property line and appropriately sized sight 
triangle protection at vehicle and pedestrian access/egress points.

2.	 Where corridors are given “Special Consideration” such as a Main Central Area 
or historic downtown, regulate signage to be compatible with the area and/or 
recommendations developed through Secondary Plans or Corridor Studies with 
the adoption of new signage by-laws or amendments to the existing by-laws.

3.	 Promote the use of shared-use or joint-use signs to reduce corridor clutter.
4.	 Provide natural or other landscaped features at the base of ground mounted 

signs.
5.	 Design ground or wall-mounted signs to be in scale with adjacent buildings, land 

use and corridor “Street Type”. Regulate sign area, mounting height and movement 
of signs (e.g. rotating signs).

6.	 Regulate the provision of portable or temporary signs to limit their numbers, 
location, set back from the right-of-way and size in order to reduce corridor clutter 
and ensure clear sight lines for motorists, cyclists and pedestrians.

7.	 Promote the use of wall-mounted over-head signs at a minimum height of 2.4 m to 
ensure adequate clearance for pedestrians and service vehicles that may use the 
sidewalks in pedestrian-oriented areas such as main streets.
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6 .0  Design and Placement of Utilities 

6.1 Lighting

The Region is in the midst of preparing a Regional Roadway Lighting Policy and Design 
Specifications.  Through the development of this Policy, appropriate guidelines will be 
prepared addressing lighting on roads and sidewalks, and will be incorporated into this 
document at a later date.

6.2 Above Grade Utilities 

Utilities must be integrated into the right-of-way of arterial road corridors.  Safety 
standards and concerns related to their placement must be observed, but utilities 
should not dictate the design of these spaces.

Visual impact:
1.	 Bury services and utilities, where practical, to minimize their visual impact.  
2.	 Provide a 1.5 m to 2.5 m setback from the back of curb for hydro poles in typical 

urban settings.  There must be a minimum 3 m separation between power lines 
and any physical development.  For main streets and historical districts, a minimum 
setback from the back of curb for hydro poles is 0.25 m.

3.	 Locate utility poles 3 to 4 m from the property line on rural roads, and in accordance 
with existing guidelines for minimum sightline and sight triangle distances.

4.	 Minimize the visibility of utility accessories, such as utility boxes.  This can be 
achieved by placing accessories in inconspicuous places, and/or by screening 
them with plantings.  Ensure such screening does not interfere with access to the 
accessories. Utility providers should also be encouraged to consider innovative 
methods of containing utilities and determining locations for large utility equipment 
and utility cluster sites.

Consolidation:
1.	 Maximize the joint use of utility poles to minimize their number.
2.	 Maximize the shared use of utility trenches in new construction by planning for 

and installing them on a coordinated and integrated basis to be more efficient, 
cost effective, reduce right-of-way requirements and provide additional space for 
landscaping.
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6.3 Below Grade Utilities

The provision of utilities is one of the primary roles streets play.  The location of 
below grade utilities in a manner that is safe and efficient is necessary under all 
urban arterials.  The separation of utilities is required to ensure adequate clearances 
for proper maintenance of utility lines and to reduce the risk of interference between 
different types of service.  However, where the creation of relatively compact edge of 
road condition is desired, there may need to be the adoption of joint utility trenches 
and other strategies to achieve narrower overall edge of road dimensions.  Typically, 
the design guidelines recommend a 6.5 m to 10 m edge of road overall dimension, 
providing ample space for the incorporation of below grade utilities.  It is on main 
streets or other streets where a 4 to 6 m edge of road dimension is recommended 
where more urban standards will have to be considered.  All underground utilities shall 
have a minimum 0.5 m of vertical clearance and 2 m of horizontal clearance from 
sanitary sewers, storm sewers and watermains.

Cable Utilities:
1.	 Use joint utility trenches where possible.  They should be used for hydro, telephone, 

cable TV and other emerging technologies.  They are typically 1 m deep, 2 m from 
sanitary sewer, storm water and water mains and 1 m from gas mains.  Joint utility 
trenches may include gas lines in the future.  Care should be given to ensure there 
is no interference with tree roots.  Trenches can be located under boulevards or 
sidewalks.

Utility Pedestals:
1.	 Coordinate the location of utility pedestals with street design and landscaping.  

The most common approach to this situation is to align pedestals with street light 
poles or hydrants.  The typical placement is 1 pedestal for every 8 residences 
within a subdivision.

2.	 Hydro transformers take up more space than other pedestals and are typically 
situated beyond the street right-of-way in easements but sometimes are within 
the corridor.  Appropriately screen transformers in such a manner to allow easy 
access by the hydro utility.

3.	 Large above ground telecommunications infrastructure, such as Walk-in-Cabinets 
(WICS) and Outside Plan Interface Cabinets (OPI), shall be located and designed 
to be compatible with its environment and shall be permitted to be located within 
the public right-of-way or on private property through easements. Locations for 
these sites shall be determined early on in the planning process. 

Gas Mains:
1.	 Gas mains are typically located close to the property line.  Locate gas mains 1 m 

from other underground services and at a depth of 1 m.
2.	 In urban areas, place new gas mains on both sides of the arterial road, where 

possible, to minimize the number of gas mains running across it.  This reduces 
future costs for gas services for new development and road reconstruction.


